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RAL 000 15 00-P
RAL 000 40 00-P
RAL 000 55 00-P
RAL 000 55 00-P-T
RAL 000 85 00-P

RAL 010 30 44-P
RAL 010 40 53-P
RAL 010 40 53-P-T
RAL 010 60 45-P
RAL 010 80 20-P

RAL 020 20 20-P
RAL 020 30 40-P
RAL 020 50 58-P
RAL 020 50 58-P-T
RAL 020 90 10-P

RAL 030 30 20-P
RAL 030 40 30-P
RAL 030 40 30-P-T
RAL 030 60 30-P
RAL 030 80 10-P

RAL 040 30 40-P
RAL 040 50 60-P
RAL 040 50 60-P-T
RAL 040 60 60-P
RAL 040 80 20-P

RAL 050 30 30-P
RAL 050 50 50-P
RAL 050 50 78-P
RAL 050 50 78-P-T
RAL 050 80 20-P

RAL 060 30 27-P
RAL 060 50 50-P
RAL 060 60 80-P
RAL 060 60 80-P-T
RAL 060 80 30-P

RAL 070 40 40-P
RAL 070 70 80-P
RAL 070 70 80-P-T
RAL 070 80 50-P
RAL 070 90 10-P

RAL 075 40 38-P
RAL 075 60 70-P
RAL 075 60 70-P-T
RAL 075 80 20-P 
RAL 075 80 60-P

RAL 080 30 26-P
RAL 080 50 40-P
RAL 080 70 50-P
RAL 080 70 50-P-T
RAL 080 80 20-P

RAL 085 40 20-P
RAL 085 60 60-P
RAL 085 80 85-P
RAL 085 80 85-P-T
RAL 085 90 10-P

RAL 090 50 40-P
RAL 090 70 80-P
RAL 090 80 90-P
RAL 090 80 90-P-T
RAL 090 90 30-P

RAL 095 50 50-P
RAL 095 60 70-P
RAL 095 60 70-P-T
RAL 095 70 70-P
RAL 095 90 40-P

RAL 100 40 40-P
RAL 100 60 60-P
RAL 100 80 70-P
RAL 100 80 70-P-T
RAL 100 90 40-P

RAL 110 50 55-P
RAL 110 70 70-P
RAL 110 70 70-P-T
RAL 110 80 70-P
RAL 110 90 30-P

RAL 120 40 40-P
RAL 120 50 40-P
RAL 120 60 60-P
RAL 120 60 60-P-T
RAL 120 80 30-P

RAL 130 30 20-P
RAL 130 60 50-P
RAL 130 60 50-P-T
RAL 130 80 40-P
RAL 130 90 10-P

RAL 140 20 20-P
RAL 140 40 50-P
RAL 140 60 70-P
RAL 140 60 70-P-T
RAL 140 80 20-P

RAL 150 30 20-P
RAL 150 30 20-P-T
RAL 150 50 20-P
RAL 150 60 20-P
RAL 150 70 10-P

RAL 160 30 40-P
RAL 160 50 60-P
RAL 160 50 60-P-T
RAL 160 70 45-P
RAL 160 80 30-P

TEMPERATURBESTÄNDIGKEIT [°C]
(Verweilzeit 5 Min.; DIN EN 12877)  
bis 260 °C

LICHTECHTHEIT
(8-stufige Blauwollskala)  
(DIN EN ISO 105-B02) 6

LEBENSMITTELECHT NACH  
BFR EMPFEHLUNG
IX / AP (89) 1        ja 
Frei von Cadmiumpigmenten,  
Bleipigmenten und  
Diarylpigmenten   ja

RECHTLICHER HINWEIS
RAL ist eine registrierte  
Marke der RAL gGmbH.

Part 1

Part 2

RAL DESIGN FARBKREIS  
RAL DESIGN COLOUR CIRCLE

HEAT RESISTANCE [°C]
(dwell time 5 min.; DIN EN 12877)
up to 260 °C

LIGHTFASTNESS
(8-rated blue wool scale)
(DIN EN ISO 105-B02) 6

FOOD APPROVAL ACCORDING TO  
BFR RECOMMENDATION
IX / AP (89) 1       yes 
Free of cadmium pigments,
lead pigments and
diarylide pigments yes

LEGAL NOTICE
RAL is a registered trademark
of RAL gGmbH.

Fränkische Straße 7
53229 Bonn
Germany

ral-colours@ral.de 
#ralcolours

Made in Germany

www.ral-colours.de
+49 228 - 68895 - 120

DIE RAL P2 DESIGN FARBEN
THE RAL P2 DESIGN COLOURS



DIE RAL P2 DESIGN FARBEN
THE RAL P2 DESIGN COLOURS

RAL 170 30 20-P
RAL 170 30 20-P-T
RAL 170 40 20-P
RAL 170 60 20-P
RAL 170 80 10-P

RAL 180 40 45-P
RAL 180 60 50-P
RAL 180 60 50-P-T
RAL 180 70 25-P
RAL 180 90 10-P

RAL 190 30 20-P
RAL 190 30 20-P-T
RAL 190 40 20-P
RAL 190 50 20-P
RAL 190 70 20-P

RAL 200 30 33-P
RAL 200 50 45-P
RAL 200 50 45-P-T
RAL 200 60 35-P
RAL 200 80 10-P

RAL 210 40 20-P
RAL 210 50 20-P
RAL 210 60 30-P
RAL 210 70 35-P
RAL 210 70 35-P-T

RAL 220 30 30-P
RAL 220 40 40-P
RAL 220 40 40-P-T
RAL 220 50 40-P
RAL 220 70 35-P

RAL 230 30 25-P
RAL 230 40 20-P
RAL 230 50 30-P
RAL 230 50 30-P-T
RAL 230 70 20-P

RAL 240 20 22-P
RAL 240 30 35-P
RAL 240 60 40-P
RAL 240 60 40-P-T
RAL 240 80 20-P

RAL 250 30 20-P
RAL 250 50 30-P
RAL 250 50 30-P-T
RAL 250 60 30-P
RAL 250 80 20-P

RAL 260 20 20-P
RAL 260 40 45-P
RAL 260 40 45-P-T
RAL 260 50 40-P
RAL 260 80 15-P

RAL 270 30 20-P
RAL 270 30 20-P-T
RAL 270 40 20-P
RAL 270 60 20-P
RAL 270 70 10-P

RAL 280 30 40-P
RAL 280 30 40-P-T
RAL 280 40 40-P
RAL 280 50 30-P
RAL 280 80 10-P

RAL 290 30 30-P
RAL 290 30 30-P-T
RAL 290 50 30-P
RAL 290 60 20-P
RAL 290 70 10-P

RAL 300 20 30-P
RAL 300 40 40-P
RAL 300 40 40-P-T
RAL 300 70 20-P
RAL 300 90 05-P

RAL 310 40 20-P
RAL 310 50 30-P
RAL 310 50 30-P-T
RAL 310 60 20-P
RAL 310 70 10-P

RAL 320 20 20-P
RAL 320 30 37-P
RAL 320 30 37-P-T
RAL 320 50 30-P
RAL 320 80 15-P

RAL 330 30 20-P
RAL 330 50 40-P
RAL 330 50 40-P-T
RAL 330 60 20-P
RAL 330 70 10-P

RAL 340 30 38-P
RAL 340 40 45-P
RAL 340 40 45-P-T
RAL 340 60 40-P
RAL 340 80 20-P

RAL 350 20 20-P
RAL 350 40 20-P
RAL 350 50 40-P
RAL 350 50 40-P-T
RAL 350 60 20-P

RAL 360 30 15-P
RAL 360 30 30-P
RAL 360 50 40-P
RAL 360 50 40-P-T
RAL 360 70 15-P

TEMPERATURBESTÄNDIGKEIT [°C]
(Verweilzeit 5 Min.; DIN EN 12877)
bis 260 °C

LICHTECHTHEIT
(8-stufige Blauwollskala)  
(DIN EN ISO 105-B02) 6

LEBENSMITTELECHT NACH  
BFR EMPFEHLUNG
IX / AP (89) 1        ja 
Frei von Cadmiumpigmenten,  
Bleipigmenten und  
Diarylpigmenten   ja

RECHTLICHER HINWEIS
RAL ist eine registrierte  
Marke der RAL gGmbH.

Part 1

Part 2

RAL DESIGN FARBKREIS  
RAL DESIGN COLOUR CIRCLE

HEAT RESISTANCE [°C]
(dwell time 5 min.; DIN EN 12877)
up to 260 °C

LIGHTFASTNESS
(8-rated blue wool scale)
(DIN EN ISO 105-B02) 6

FOOD APPROVAL ACCORDING TO  
BFR RECOMMENDATION
IX / AP (89) 1       yes 
Free of cadmium pigments,
lead pigments and
diarylide pigments yes

LEGAL NOTICE
RAL is a registered trademark
of RAL gGmbH.
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Fränkische Straße 7
53229 Bonn
Germany

ral-colours@ral.de 
#ralcolours

Made in Germany

www.ral-colours.de
+49 228 - 68895 - 120


